Information zur Einreichung von Einheitenzertifikaten fir
Erzeugungsanlagen > 100 kW und <1 MW mit Anschluss am
Mittelspannungsnetz

Erfolgt die Anmeldung zur Netzvertaglichkeitspriifung einer EEG-Anlage im
Mittelspannungsnetz (unabhdngig welcher Energietrager), so ist mit den Anmeldeunterlagen
(vor Durchfiihrung der Netzvertraglichkeitsprifung) das Einheitenzertifikat vom
Anlagenbetreiber vorzulegen.

Sollte speziell fur Erzeugungsanlagen mit Verbrennungskraftmaschinen und sonstige mit
Synchronmaschinen betriebene Erzeugungsanlagen (Wasser-KW, Geothermie-Anlagen) vom
Hersteller noch kein Einheitenzertifikat fiir die Erzeugungseinheit zur Verfligung stehen, ist
eine schriftliche Erklarung des Anlagenbetreibers [Das Einheitenzertifikat wird gemal der
BDEW-Handlungsempfehlung vom 17.02.2015 unverziiglich nach Fertigstellung, spatestens
jedoch bis zum 30. Juni 2015 nachgereicht] vorzulegen. Weiterhin ist durch eine Erklarung
des Herstellers oder einer Zertifizierungsstelle nachzuweisen, dass die Zertifizierung der
Erzeugungseinheit beauftragt worden ist.

Erfolgte die Beauftragung der Netzvertraglichkeitsprifung und die Inbetriebnahme der
Verbrennungskraftmaschine im Zeitraum 01.01.2014 bis 30.06.2015, so ist das
Einheitenzertifikat ebenfalls unverziiglich nach Fertigstellung, spatestens jedoch bis zum 30.
Juni 2015 nach Fertigstellung nachzureichen.

Sollte ein Anlagenbetreiber fiir seine Erzeugungsanlagen am 01. Juli 2015 noch keine
Einheitenzertifikate beim zustindigen Netzbetreiber vorgelegt haben, ist der
Netzbetreiber berechtigt, die Trennung dieser Erzeugungsanlagen vom Netz zu verlangen
oder die Trennung dieser Anlagen vom Netz selbst vorzunehmen.

Stand: 01. Méarz 2015
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Abschnitt B des Zertifikats:

Technische Daten der Wechselrichtermodelle Sunny Tripower 20000TLHE und

20000TLEE

Allgemeine Daten
[Mennscheinlsizhing
Fennleishung
Mo, Wirkleizhng
cosyg = |
cosp = 0,87,
cosp =087
Mo, Blindleistung
Erz=ugung
Verbrowch
Anzohl der Phasen
Mennzpannung U,
FMennfreguenz

by

DC-Eingang

Mowx. PY-Eingangsspanrung
Maox. PY¥-Eingangssirom
Min. MPP-Spannung

Max. MPP-Spannung

Wechsealrichter
Hersheller

Typ

Ausgong Mennsparinung
Ausgongshronsformalor
Impaulsfreguenz

Wechselrichter-Shzverung
Harsheller

Leishungskonirolls
Softeoreversion

Hetzkopplung
Hersheller
Schutzschalter
COiberwellanfiber
Sicharungen
usy

Stromverbrauch des Wechselrichrers
Maox. Scheinksizsung, Shandby/Tlacht
Mo, Wirkl=izheng, Skandby/Macht

20 kA
20 kW

20 KW
ca. 17,4 KW
oo 17,4 kW

2.2 kVar

2.9 kVar

3

400V

50 oder $0 Hz

1 000V
36 A
580V
850

LA Salar Technolzgy
STP 2001 X0TLHE-10
oder ST ZOC00TLEE10
400V

nein

Ty kH=

54AA Galar Technology
MPP-Pzgelung
*>0R05

SMA Solar Technology

Schutzeinrichtung
Hersdell=r
Typ
Softeareversion
ﬁl:-erFr\equen:_:dun'z B
Schutzakfivierung
Bereich
Schrittweile
Stondaordwert
Schutzverzigerung
Bereich
Stondaordweert
Unterdrequenzschutz <
Schutzokfivierung
Bereich
Schrittwezie
Stondardwert
Schutzverzégening
Bereich
Storndordwert
Uberspannungsschutz U=
Schutzaklivierung
Barmich

Sch:ittwmite

Slondandwert
Schutzverzigyung

Bereich

Slondardwert
Unterspannurgsschutz U<
Schutzokfivierung

Bereich

Schrithweite
Standardwert
Schutzverzégerung

Bereich

Stondardwert
Unterspannungsschutz U<
Schutzokfivierung

Bereich

Schritrwaite
Stondardwert
Schutzverzégerung

Bereich
Stondardwert

SMA Solar Technology
In Steusrung inbagriert
S Grid Guard Yersion 4

50-45 Hz
0,51 Hz
51,5 4=

0,180 :
0.1s

A} - G0 M
0,01 Hz
47,5 Hz

Q,1 - 300 s
01

230-300V
100- 130 %W,
0,01V

115 %0,

0,1-80s
0.1s

45-230V
0-100 %U_
0,01V
B0 %U,

01-10:
1s

45.230V
20-100%U,
0,01V
45 %W,

01-10s
03

‘Witare Einzalheilen finden Siz in den Hersbellererkl@rungen von ShA Solar Technology ,STP1xkabd-14:ED3 510,
STPRP_MSMTDE 12720, Version 2.0, REDUCERBOE-TDET 0041, Version 1.2, MG_PARTDE10S021, Verston 1.2 und SwebBo-
TDEQS3030 | 980001530 |, Yarsion 3.0°

GEU STP 2000TIHE-10 und STP 20000TLEE10

Stand: 01. Méarz 2015
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Abschnitt C des Zertifikats:
|dentitétserkldrung

Der Hersteller bistet den ‘Wechselrichter Sunmy Tripower in verschiedenen Ausfihrungen an. Die Mennleishung reichr abhangig
vom moduloren Aufbou des Wechselrichters van 10 kVA bis 20 kVA. Die Wechselrichter Sunmy Tripower 10000TL,

Sunny Tripower 1 2000TL, Sunny Tripower 1.5000TL und Sunny Tripower 1 7000TL wurden von der Zertifizierungsstelle der
FGH entsprechend zerfifiziert.

Mit dem Wechselrichrer Sunny Tripower 20000TLHE [HE - High Efficiency) und Sunmy Tripower 20000TLEE [EE - Economic
Excellence) bisret der Hersteller sine neve Generation moderner Halbleiter an. Meben der hdheren Efizienz beider Typen
|HE und EE) bezichen sich die Houptunterschiede im Vergleich zu dlteren STP-Produkten auf mehrere Komponenten ouf der
DiC-Seite sowie auf die Fehlerstrom-Oberwachungseinheit und die Filter auf der AC-Seite. Die Softwaresteusrung wurde
optimiert, um Oberschwingungen zv reduzieren.

Auf Basis der vorliegenden Dokumentation ist die Zertifizierungsstelle der FGH zu dem Schluss gekommen, dass die
Typprifungsergebnisse der Einheit STP 15000TL-10 mit Ausnahme der Messung von Spannungsschwoakungen Ubertrogbar
sind.

Fir die Wechselrichter Sunny Tripower 20000TLHE und Sunmy Tripower 20000TLEE werden auch deren technische
Bezeichnungen STP 20000TLHE-10 bzw. STP 20000TLEE-10 verwendet [auch in diesem Zertifikat].

Der Unterschied zwischen beiden Wechselrichterrypen, fir die dieses Zenifikar gil, bestshr in der Verwerdung von Halbleitern
aus Siliziumkarbid beim HETyp, die fii eine hohere Effizienz sorgen. Dementeprechend wurde die Sreverung der Module leicht
verandert. Die Zertfizierungsstells der FEH hat beschlozsen, die vorlisgende Typprifung und diz Uberrogung der Priferichte
von STP 15000TL-10 [Anm. d. Ubers: die im Criginal inkomekt cngegebene Modellbezeichnung ,STP 150000TL-10" wurde
in der Ubersetzung komigiert], sowohl aul den HE-als cuch den EETyp anzuerkennen.

Dieses Zerifikat ist nur fir die Wechselrichrerzinheiten STF 20000TLHS-10 und 3TF 20000TLEE-10 gilsg.

Abschnitt D der Zertifilkatiiberprifung
Zertifikatiberpriifung

0.1 Typpriifung

Die Erfillung der Anforderungen der folgenden Sromerzeugungskenndaten der Wechselrichtersinheit wurde vom
akkreditierten Labor Frounhofer IMVES in Kaossel Gherprift. Es wurden Prifungen in Bezug ouf folgende Kriterien durchgefithr:

« Wirkleisiungs: teuening

*  Reactive Power Control und enrsprechende Funkfionen

*  Storeerhalten bei Spannungs wnd Frequenzobweichungen

*  Schutzeinrichtungen
Geprift wurde ein Gerat des Typs Sunny Tripower 1500071 gemaf den FGW-Empfehlungen TR 3, Version 21:2010. Die
Ergebnisse werden im Bericht Mr. 10-002A des Labors vom 17. Movember 2010 aufgefihr. Gemaf dem
Zertifizierungsverfahren Z 309 der Zenifizierungsstelle der FGH und den FGW-Empfehlungen TR 8 kinnen die Ergebnisse auf
die Modelle EZE Sunny Tripower 20000TLHE-10 und STF 20000TLEE-10 Uberragen werden.

GEU STP 20000TLHE-10 wnd 5TF 20000TLEE-10

Stand: 01. Méarz 2015
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Die Messung der Spannungsschwankungen wurde im selben Labor mit einem Gerat des Typs STP 20000TLHE-10 gemafl den
FGW-Empfehlungen TR 3, Version 21:2010 durchgefihr. Die Ergebnisse sind im Berichr Mr. 11-025 des Labors vom

19. Ckeober 2011 aufgefihrt. Gemah dem Zerifizisrungsverfahren Z 309 der Zertfizierungsselle der FGH und den
FGW-Empfehlungen TR & sind die Ergebnisse ggf. auf die Modelle EZE Sunny Tripower 20000TLHE- 10 und

STF 20000TLEE-10 Gberragbar. Die Zerfifizierungsstelle der FGH akzeptier die Ubermagung der Messergebnisse auf die EZE
STP 20000TLEE-10.

Spannungsschwankungen werden nicht im Hinblick auf ihre Erfillung der Metzanschlussregeln auf Einheitenebene bewertet,
sondermn werden nur in diesem Zertifikar aufgefiht, do Uberlegungen zu Beschrankungen von der Schutzleisung am
betreffenden Verknipfungspunkt abhangig sind.

0.2 Modellvalidierung

Das dynamische Modell des Wechselrichters wurde im Aufrag der Zertifzierungsstelle der FGH von der
Forschungsgemeinschaft fir Elekirische Anlagen und Stromwirtschaft [FGH 8.V erfolgreich gepriif. Ein geringfigiges
Artefaks in der Wirkleisrungsrickgewinnung des Modells noch der Besertigung tiefer Spannungseinbriiche, die langer als
150 ms davem [wie bei den zusdtzlichen Plovsibilisatspriifungen], wird akzepsart. Details fiden Sie in i{opitel H.4 des
Anhangs A zu diesem Zertifikar.

Die Validierung wurde mithilfe der Software PowerFactary der DIgSILENT GmbH [Version 14.1.2) gemiid den Besimmungen
der FGW-Spezifikationen Mr. 4, Version 5:2010 lber die Viorschrifien ir. Bezug auf Einheiter: mit Gberragenen LYRT-Prifungen
|Lowr Woltoge Ride Through] durchgefihrt. Das Modell lisfert die positive Sequenz der Stnime. Daher eignet es sich nur fir die
Beschreibung symmetrischer StSrungen. Das Maclell ist verschiisseh.

Das Maodell wird bei der Zermifizisrungsstellz der FGH unter dem Code FGH-M 13-002-5TPZOTIHE-EE-O1 gefthrt. Der
Dateinome laulet ,SMA STP Symmetric FGH-A 1 2-002-5TP2OTIHE-EE-1 zip® und weist die MDS5-Prifsumme
2 8ea4e08abbd 50004 5c7 afedb 187 5a auf.

Das Model! ist gesignet fiir verschiedene \Werte der Mennscheinleistung und Mennwirkleistung des Wechselrichters. Diese
kdnnen mit der Software PowerFactory in den Chjskidaten beoroeiret werden. Der Anwender des Modells muss sicherseellen,
dass bei den Berachnungen fiir dos Kraftwerk die korvekien Werte von 0,020 MVar und 0,020 MW gewdhit werden. In
Bezug auf die Projekndaten missen darber hinaus avch der korrekee Leisungsfakror und die entsprechenden Leistungswerts
bericksichiigt werden . Es ist anzumerken, dasz die Validierung auf die Prifungsfalle beschranks ist, die mit der Typpriifung
hinsichtlich der wor S1Grungen herrschenden Bedingungen und Stdrungsmerkmale bereitgestellr wurden. Die Anmerkung in
Anhang A st zu beachten. Dar Hersteller muss eine umfangreiche Bedienungsanleitung zur Verfigung stellen.

D.2 Sonstige Machweise

Der Hersteller hat die gilige Zenifizierung seines Gualitgtsmanagementsystems gemal den Vorgaben von DIM 152 2001
durch ein enfsprechendes Zerifikat von TUY Mord, das bis zum 20. Seprember 2012 gilig ist, bezeugr.

GEU STP 20000TLHE-10 wnd 5TF Z0000TLEE-10

Stand: 01. Méarz 2015
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Abschnitt E des Zertifikats:
Zusammenfassung der Konformitétserkldrung

Ausziige ous den Prif vnd Validierungsberichten, grundlegende Aspekie beziiglich der Funktionen und Betriebsarten sowie
das folgende Ureeil durch die Zenifizierungsstelle der FGH werden im Bericht des Experten aufgefihr, der von der
Zertifzierungsstelle der FGH mit der Konformitdrshewernmg beaufiragt wurde. Der Bericht wird mir dem Zertifikat als zu
Informationszwecken vorgesehener Anhang A zu diesem Zenifikat zur Verfigung gestellr. Der Anhang beinhalter Informaricnen
zu folgenden Themen:

*  Anforderungen an Konzeption und Konstruktion,

*  Wirkleistungsarzeugung im Mormalbetrieh,

*  Spannungsqualitat,

*  Leistung der EZE in der Stromanlage,

* Anforderungen an den Metzonschiess,

* ‘erhalen des Entkopplungsschutzes vnd

« alidierung des EZE-Modells.

GEU STP 20000TLHE-10 und 5TF 20000TLEE-10

Stand: 01. Méarz 2015

EFE_FOH_STRPOTIHE_EEZEXX121710 5712



Vorstehende Ubersetzung von Seite 1, 3,4, 5 und G der mir in Fotokopie vorgelegten, in englischer Sprache
abgefassten Urkunde st richtig und vollstandig.

Minchen, den 18, Juli 2012 L
O UL A

Stand: 01. Marz 2015

Als in Bayern affentlich bestellte und allgemein beeidigte Ubersetzerin fir die englische Sprache bestitige ich:
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Certification Office of FGH &.V,
Accredited according 1o EN 45011 — F G H 5
ISO/IEC 17011 Certification

Unit Certificate No.: FGH-E-2012-002

of Photovoltaic Inverter Power Duly signed copy No. 1

Generation
Type: Sunny Tripower 20000TLHE (STP 20000TLHE-10) and
Sunny Tripower 20000TLEE (STP 20000TLEE-10)
Ratings: Rated apparent powar 20 kKVA
Nominal aclive power 20 kW
Rated voltage 4000230 V
Ratad fraquency 50 Hz or 60 Hz
For further ratings and technical data s=e page 3
Manufacturer: SMA Solar Technology AG, Susienalle 1. D- 14266 Niastelal

System Specification: BDEW Recommendations , Erzeugungsanlagen am Mit-
telspannungsnetz - Richtlinie zum Anschluss und Prallelbe-
trieb von Erzeugungsanlagen am Mittelspannungsnetz, June
2008

Reference Standards: FGW Specifications No. 3, 4 and 8

The power generation characteristics of the above specified photovoltsic invertsr with the teclinical data
given on page 3 comply with the requirements of the power system Grid Code of BDE'W concerning

Active power generation including generation management;

Reactive power generation;

Performance at faults in the power system;

Protection equipment of the inverter unit’!

Validation of the inverter unit No. FGH-M12.002-STP2UTLHE-EELT

Tha inverter unt doas nol mckde e requined Rstatalicns for checking the protection sattings, for remote swching-
off and for blocking of ro-comracion 1 Me syziem. Thess instillations have o b peodded i the silar park by 3 mas-
tar decoupbnig prolaction o the low- or Fgh-vollage ids of tha ransformer 10 the madium volzge System

The manufactursr has damonstrabid the cerification of his qualty managesnant system according o IS0 800N

This certdicate accortiing t EN 44 D11 - ISCI/IEC 17011 has been issued on hasis of e cartification procedure
of FGH Ceriification. || duss it jrove e complianee with product direstiver; included in national law

This carfificate cansisty of 4 pages (nekiding cover sheet and sechion A-E) and an infarmative annex A. 1L 1S vaid
wntil April 16", 2017, For units in instaliations that an: commissioned before this date, the respective validity of
conformity is nct femiled provided that the u)its are 0 madified. The actual state of valaity of all certificates s-
sund by FGH Cartfication Office a3 well as the ozdification procadurs are given on the homepage of FGH Certifi-
cation.

Mannheim, 20™ April 2012
Certification Office of FGH eV

g Hen G

Al

S

Schowe-von der Brelie
Deputy Director

Diases Zorsfkal daet nur ungekirzt vervsllBligh warden

FGM Zestifoenngsstolio, Halerweg 40 D-58219 Mannhesm
Inbarmed. www Aghma de amall ‘gh@igh-made

OAT-ZE-024/04-00

Stand: 01. Marz 2015
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Photovoltaic Inverter

Unit Certificate FGH-E-2012-002
Duly signed copy no. 1; Page 2 of 6

Section A of the certificate:
General Layout Diagrams

Master dacoupling protection
=, U=, U=, W=, = fo
Protection check plug connecior
Remote discennection and
Blocking of re-connection

_—
F G H certification
s

Mv_@ N7 400 V
" e
| Reueer [ Sumy T
B o
Inwertar Unit Imwertar Unit
STP 20000TLHE-10 ar STP 20000TLHE-10 ar
STP 20000TLEE-10 STP 20005 TLEE-10
Fig. 1: Schematic diagram of a photovoltaic park
Ciglianal
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Fig. 2: Schematic diagram of the three-phase photovoltaic generating unit

SMA Sunny Tripower 20000TLHE or SMA Sunny Tripower 20000TLEE
{__1: Certification extent

GEU STF 20000TLHE-10 and STP 20000TLEE-10

Stand: 01. Méarz 2015
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Photovoltaic Inverter
Unit Certificate FGH-E-2012-002
Duly signed copy no. 1; Page 3 of 6

Section B of the certificate:

_—

F G H certification
==

Technical Data of the inverters Sunny Tripower 20000TLHE and 20000TLEE

General Data

Rated app. power 20 kvA
Mominal power 20 kW
Mlax. active power
cosp = 1 20 kW
cosp = 0BT puereycted ca 174 kW
cosp = D'-E?I.lﬁfﬂﬂbd ca. 1?."" kW
klax. reactive power
Generation 2.8 kEVAr
Consumgpticn 8.9 EWVAr
Mumber of phases 3
Mominal voltage Uy 400 W
Mominal frequency S0 or&0 Hz
D Imput
Max. PV Input voltage 1000 W
Max. PV Input current 35 A
Min. MPP voltage 580 W
Max. MPP-voltage BED W
Inverter
Manufacturer SMA Solar Technology
Type STP 20000TLHE-10
or STP 20000TLEE-1D
Cutput mom. voltage 400 W
Cutput transformer ]
Fulse frequency 18 kH=z
Invertzr control
Mamufacturer EMA Solar Technology
Power control MPP-Tracking
Softerare version ).H0.5
Power system coupling
Mamufacturer SMA Solar Technology
Circuit breaker Yas
Harmonic filter yas
Fuses no
UPS o
Inverter power consumption
Max. apparent power, stamclby/Might 48 WA
Max. active power, standbyMight 1w

Protection system

Manufacturer SMA Solar Technology
Type Implemented in control
Software version SMA Grid Guard Version 4

Cwerfrequency protec-
tion f=
Protection activation
Range 50 -85
Stepwidth 0.01
Default value 51,5
Protection delay
Rangs 0.1 —80
Drefault vzlue 01
Underfregusncy pro-
tection f-
Protection activation
Range 44 — 80
Stepwidth 0.01
Dwetault value: 475
Protection delay
Runge 0.,1-300
Duefault value 0.1
Corervoltage
protection U==
Frotection activation
Range 230-300
100 - 130
Stepwidth 0,01
Default valuz 115
Protection dalay
Range 0.1-60
Default value 0,1
Undervolitage
protection U=
Protection activation
Range 45-230
20-100
Stepwidth 0.01
Default value a0
Protection delay
Range 01-10
Drefault value 1
Undervoltage protec-
tion L=
Protection activation
Range 45-230
20-100
Stepwidth 0.01
Drefault value 45
Protection delay
Rangs 0.1-10
Drefault value 0.3

Hz
Hz
Hz

Hz
Hz
Hz

361y

LT

LT

%Ly,

%l

%l

S

Further details are given in the manufacturer declarations of SMA Solar Technology "STP1xkaM-14:ED3510,
STP-RP_NSM-TDE112720, Version 2.0, REDUCERBOX-TDE10041.Version 1.2, NG_PAR-TDE105021, Version

1.2 and SwebBox-TDEDD2030 | S8-D001530 |, Version 3.07.

GEU 5TP 20000TLHE-10 amd STF 20000TLEE-10

Stand: 01. Méarz 2015
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Photovoltaic Inverter P

Unit Certificate FGH-E-2012-002 F G H Certification

Duly signed copy no. 1; Page 4 of 6

Section C of the certificate:
Declaration of identity

The manufacturer provides the Sunny Tripower inverter in a series of products which differ in
the nominal power between 10 kVA and 20 KVA, based on a modular set up of the inverter.
The inverters Sunny Tripower 10000TL, Sunny Trpower 12000TL, Sunny Tripower 15000TL
and Sunny Tripower 17000TL have heen cerified by FGH certification accordingly.

With the inverter Sunny Tripower 20000TLHE {HE — high efficiency) and Sunny Tripower
Z20000TLEE (EE — economic excellence) the manufacturer offers a new generation of ad-
vanced semiconductors. Nexi to increased efficiency of both types, HE and EE, main differ-
ences o former STP-products are given with respect to several components on the DC-side
as well as to the RCMU and filters on the AC side. The software control has heen optimized
to reduce harmonics.

Based on the provided documentation FGH Certification has concluded that a3 transfer of
type testing results of the unit STP 15000TL-10 is eligible except for the measurement of
voltage fluctuations.

The inverters Sunny Tripower 20000TLHE and Sunny Tripower 20000TLEE are zlso referred
to with their technical denominations STP 200G0TLHE-10 and STP 20000TLEE-10, respec-
tively, which will be used within this certificate.

The difference hetween both types of inveriers under consideration of this cerificate is the
application of silicium-carbide semiconductors with the HE-type, hence, resulting in a higher
efficiency. Accordingly the conirol of the modules is slightly modified. FGH Certification has
decided to accept the provided type testing and the transfer of the STP 150000TL-10 test
reporis respectively for hoth types, HE and EE.

This cerificate is valid for the ipverter units STF 20000TLHE-10 and STP 20000TLEE-10
only.

Secticn D of the certificate
Verification

0.1 Type testing

The compliance of the following power generation characteristics of the inverter unit with the
requirements has been assessed by the accredited laboratery Fraunhofer IWES, Kassel,
Germany. Tests with respect to

= Active power conirol

» Reactive power control and capabilities

» Fault behaviour under voltage and frequency deviations
» Protection schemes

were carried out on a Sunny Tripower 15000TL according to the FGW recommendations TR
3, Rev. 21:2010. The results are given in the report Nr. 10-002A of the laboratory dated of
November 17™ 2010. According to the certification procedure Z 309 of FGH Certification and
the FGW recommendations TR 8 the resulis may be transferred o the GEUs Sunny Trip-
ower 20000TLHE-10 and STP 20000TLEE-10.

GEU STP 20000TLHE-10 and STP 20000TLEE-10

Stand: 01. Méarz 2015
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Photovoltaic Inverter _—

Unit Certificate FGH-E-2012-002 F G H Certification

Duly signed copy no. 1; Page 5 of 6

The measurement of voltage fuctuations have been performed by the same laboratory with a
STP 20000TLHE-10 according to the FGW recommendations TR 3, Rev. 21:2010. The re-
sults are given in the report Nr. 11-025 of the laboratory dated of October 19" 2011. Accord-
ing to the certification procedure £ 309 of FGH Certification and the FGW recommendations
TR 8 the results may he transferred to the GEUs Sunny Tripower 20000TLHE-10 and STP
20000TLEE-10. FGH Certification accepts the transfer of the measurement to the GEU STP
20000TLEE-10.

Voltage fluctuations are not assessed with respect to their grid code conformity on a unit lev-
el but anly reported with this cerificate as a considerations of limits depends on the shirt cir-
cuit power at the specific point of common coupling.

0.2 Model validation

The dynamic model of the inverter has been successiully validated by the Research Associa-
tion for Power Systemis and Power Economics (FGH e V.) on behalf of FGH Certification
Office. A minor artefact in the model's active power recovery sfter fault clearancs of deep
voltage dips longer than 1560 ms as encounigrad in the additional plausibiiity checks is ac-
cepted. Details are given in chapter H 4 of the annex A to this certificate.

The validation has been conducted in the software PowerFactory of DIgSILENT GmbH (ver-
sion 14.1_2) according to the provisions of the FGW Specifications No. 4, Rev. 5:2010, with
regard to the regulations on units with transferrad LVRT tesis. The model provides the posi-
tive sequence of currents. Hence, it is capable to the description of symmetric faults only.
The madel is encrypted.

The model is identified at FGH Cerification Office by FGH-M12-002-STP20TLHE-EE-01.
The filz is named “3MA STP Symimetric FGH-M12-002-STP20TLHE-EE-1 zip™ and holds the
MD5-checksum Z8¢adelBabbd5f40b045cTafefb1875a.

The maodzl is capable to different nominal apparent and active power valuas of the inverter,
which can be edited in the object data within the PowerFaciory software. The user of the
moded has te ensure, that the correct nominal value of 0,020 Mvar and 0,020 MW is chosen
in the: course of power plant calculations. As well, the cormect power facior and respective
power valugs have to be taken into account with respect to the project's data. It has to be
noted that the validation is restricted to the test cases provided with the type testing with re-
spect to pre-fault conditions and fault charactenstics. The annotation in the annex A has o
he considered. The manufacturer is obliged to provide a comprehensive user manual.

0.2 Other proofs

The manufacturer has testified the valid certification of his Quality Management System ac-
cording to the provisions of DIM 150 9001 with a respective cerfificate of TUV Nord vaild until
September 30™ 2012.
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Section E of the certificate:
Summarizing conformity declaration

Abstracts from the test and validation reports, basic items with respect to the capabilities and
operation modes and the subsequent judgement of FGH Cerification are given in the repont
of the expert mandated by FGH Cerification with the conformity assessment. The report is
provided with the certificate as an informative Annex A fo this cerificate. The annex provides
information on

» Requirements on design and construction,

= Active power generation in normal operation,
= Yoltage Quality,

= Performance of the GELU in the power sysiem,
= System connection requiremenis,

= Performance of the decoupling protection and
= Yalidation of the GEL model.

GEU STP 20000TLHE-10 and STP 20000TLEE-10

Stand: 01. Méarz 2015

FGH_STPIOTL-10ZEX6 1 15010 1212



